Cold Rolled Steel Coil/Sheet
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Carbon Steel

Assortment Thickness Width Length (or ID of Coil)
(mm) (mm) (mm)
(Cutting Edge | 700-1830
Plate : 0.30-350 o oo 1000-6000
Mill Edge | 700-1850
. Cutting Edge 700-1830
Coil  Cutting Edg 030350 001830 508 /610
Mill Edge | 700-1850
\ Longitudinal Cutting Strip [ 010350 | 120-<900 | 450 /508 /610
Product Standard Type of Material | Steel Grade
;:‘rc;f‘p’t‘lfrs‘fe;dd'“°” High |SPFC 340, SPFC390, SPFC440
IS 631351996 g I
Bake-hardening High PEC340H
trength Steel
JIS G3141-1996 [Cold Rolled Carbon Steel [SPCC, SPCD, SPCE, SPCEN
'Steel for Drawing Use JSC270(C/D/EIF), JSC260G
Fhosphorus Addition High JSC340P, JSC390P, JSC440P,
trength Steel JSC340W, JSC390W
Bake-hardening High
ColdRolled  WFS A2001-1908 Istrength Steel JSC270H, JSC340H
Plate and Coil \t.l\;c;-lphase High Strength JSC500Y, JSCT80Y
Fg‘t’:el‘”‘"w [{fh Strapgth USC440R, JSC500R
[EN 101301999 Cold Rolled Carbon Steel ggg;' O DC DC0s,
[DIN1623-2-1983 “|Cold Rolled Carbon Steel ISt12, RRSt13, St14 - |
DIN 1623-2-1986 Cold Rolled Carbon Steel [St37-2G, S144-3G, St52-3G
ASTM A1008-02el Cold Rolled Carbon Steel |cs, DS, DDS,EDDS
GB/T 5213-2001 Cold Rolled Carbon Steel |sc1,sc2,sc3
JIS G3101-2004 Rolled Steel for General $330,55400
Structure
arbon Steel for Machine
JIS G4051-2005 tructural Use |s1oc,szoc,s45c,ssoc,
JIS G4104-1979 Chromium Steels [scra20
Chromium Molybdenum
JIS G4105-1979 Steels |scm435
Cold Rolled Hot Rolled Sheet Steels Made
Stoel Strip DIN EN 10025 of Ordinary Mild Steels IS180{St33),5235JR(5t3?-2),
DIN EN 10084 Case Hardening Steels C10E,C22EC 45E,C50E
DIN 17200 Heat Treatable Steel 40Mn4,CK60,34CrM o4
DIN17210 Case Hardening Steel 20Cr4
GB/T 700-2006 Carbon Structural Steels Q195,215,235
GBIT 699-1999 Igt‘:'e'l';y Carbon Structural 08AI,20,45,50,40Mn,60Mn
GB/T3077-1999 |Alloy Structural Steel 20Cr,35CrMo
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Carbon Steel

Hot Dip Galvanized Coil/Sheet

Basic Plate Type ltem Nominal Size (mm)
Thickness 0.30-3.00
Strip 800-1830
Cold Rolled Width Longitudinal
Basic Plate Cutt?ng Strip 200-900
Length Steel S_heet 1009-6000
Strip ID of Coil: 508 / 610
Thickness >1.80-2.80
Strip 900-1500
Hot Rolled Width Longitudinal
Basic Plate Cutt?ng Strip 250-900
Length Steel §heet 1000-6.000
Strip ID of Coil: 610
Standard Type of Material Steel Grade
DX51D+Z, +ZF, DX52D+Z, +ZF,
EN 10142:2000 Low Carbon Steel DX53D+Z, +ZF, DX54D+Z, +ZF,

DX56D+Z, +ZF,

S220GD+Z, +ZF, S250GD+Z, +ZF,
S280GD+Z, +ZF, S320GD+Z, +ZF,
S350GD+Z, +ZF, S550GD+Z, +ZF

Carbon Steel or

EN 10147:2000 Low Alloy Steel

Phosphorus Addition

High Strength Steel H220PD+Z, +ZF, H260PD+Z, +ZF
H300LAD+Z, +ZF, H340LAD+Z, +ZF,
H380LAD+Z, H420LAD+Z,

HR340LAD+Z, HR420LAD+Z

Low Alloy High

EN 10292:2000 Strength Steel

Super Low Carbon H180YD+Z, +ZF, H220YD+Z, +ZF,
High Strength Steel H260YD+Z, +ZF,
Bake-hardening H180BD+Z, +ZF, H220BD+Z, +ZF
High Strength Steel H260BD+Z, +ZF
JIS G3302-1994 Low Carbon Steel SGCC, SGHC, SGCD1, SGCD2, SGCD3

CS Type A, Type B, Type C

Low Carbon Steel FS Type A, Type B, DDS, EDDS

Carbon Steel or SS230, SS255, SS275, SS550,
ASTM A653-2002 Low Alloy Steel SS340 Class 1

Low Alloy High HSLAS Type B Grade 340,

Strength Steel HSLAS Type B Grade 410
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Carbon Steel

Electro-galvanized Coil/Sheet

Assortment Thickness Width Length (or ID of Strip)
(mm) (mm) (mm)
Steel Sheet 1000-6000
- 0.30-2.0 800-1830
Steel Coil 508/610
Standard Steel Grade
ASTM A591-98 CS, DS, DDS, EDDS
JIS G3313-1998 SECC, SECD, SECE

DCO01+ZE, DC03+ZE, DC04+ZE,
DCO05+ZE, DC06+ZE

DCO01+ZN, DC03+ZN, DC04+ZN,
DC05+ZN, DC06+ZN

JEC270(C/D/E/FIG), JEC370P, JEC390P,
JEC440P, JEC590R

JNC270(C/D/E/FIG), INC370P, JNC390P,
JNC440P, JNC590R, JNC270H, JNC340H

GBI/T 17675-1995 DX1, DX2, DX3

EN 10152-1993

EN10271-1998

JFS A3021-1998

JFS A3041-1998
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